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MORELLA

The Morella backless bench and seat is designed as a portico that
is subtly supported by the paving. The assembly, in which the elements are made from Corten steel because of its natural appearance and quality finish, was originally designed to withstand time.
This is guaranteed by its materiality and acknowledged by the character of its presence. The Morella seat adopts the characteristics
of the backless bench, in which the surface area of the seat is reduced to one third.

Material

The Morella backless bench is an
urban element that forms part of
the Morella series, and is designed
as an impressively large structure,
understood as a search for what
is essential to endow it with
permanence. Its name is inspired
by the colonisation of the public
areas of the city of Morella, which
lies in the origin of the approach
used in its design.

It is made from a single sheet of
Corten steel with a thickness of
8 mm that is then machined and
welded. The end result is similar
to the cross section of a U-shaped
metal profile with a “Corten effect”
baked paint finish.

Design

The elementary nature of this
series allows it to blend into the
surroundings, provoking more
complex spatial relations. That
quality enables its use to be
extended to historical areas where
the textures and atmospheres
generated by the superimposing of
cultures and times do not accept the
use of just any material or shape.

Installation

It may be installed supported on the
paving and anchored with threaded
bolts screwed into 40 mm openings
previously created on the paving and
filled with epoxy resin or fat mortar.

MORELLA

Origin

MORELLA

The fine line that outlines its
density leaves a free space below
the seat, which rests lightly and
naturally on the paving.

MORELLA

1. Backless bench

Morella

Backless bench

Stool

Dimensions

120 x 70 x 40 cm

70 x 70 x 40 cm

Weight

154 kg

84 kg

Fixing

Anchored with screws

1.1 General features
Material

Cor-ten steel

Finish

Painted Cor-ten effect

Colours

A. Cor-ten

1.2 Installation system

Hoisting
(P=154 / 84 kg )
Installation
Tightly screw the 4 stud bolts, drill pavement (Ø40x180 mm) and fill with resin or fat morter. Center and caulk the
bench foot all around.
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1.3 Geometry

Backless bench
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Aggregations

MORELLA

Warranty

5 years in all its components.
The names, trademarks and industrial models of the products have been logged in the corresponding registers.
The technical information provided by Escofet about its
products can be modified without prior notice.
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