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Proa comprises a bench and chair with a built-in arm rest that repro-
duces a natural shape that seems to belong to a harbour setting. Its 
unstable design generates a visual oxymoron that urges the spectator 
to test its use. 
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FSC® Certified Wood    |   Iron cast   |   Aluminium    |      193 cm/max   |    85 kg   |    3 



PROA
Origen

The Proa bench is inspired by the 
profile of the prow of the boats 
moored at the docks of Antwerp.

Ergonomic

The combination of the height and 
inclination of the seat, along with the 
height of the back and arm rests come 
together to make the Proa bench and 
chair extremely comfortable.

Material 
Combination of two support mo-
dels, right and left, made from GG-
20 grey cast iron with a black paint 
forged-effect finish over a primer 
powder coating and with a polyester 
paint finish. The lateral profiles are 
made from sandblasted L-2341 cast 
aluminium with a white baked paint 
finish, FSC tropical wood planks 
with a single cross section to permit 
the assembly of the chair of 73 cm 
and bench with a length of 173 cm.

Installation

Anchored to the paving with three 
M12 x 200 mm screws per support, 
inserted into holes filled with resin. 



PROA

As a furniture designer, Olivier 
Sheffer, likes to discover 
natural lines. His objective 
is to make urban elements 
that seem to belong to their 
environment. He likes urban 
space where you can feel at 
home and where wonderful 
things can happen. 



1. Bench
PROA

Proa Chair Bench Double bench

Dimensions 73 x 66 x 46 (84) cm 193 x 66 x 46 (84) cm 378 x 66 x 46 (84) cm

Weight 62 kg 85 kg 146 kg

1.1 General features

Seat Tropical wood FSC® Fixing          Anchored with screws

Finish Treated with pigmented, translucent oil

Supports Iron cast
Aluminium sheet 

Finish Polyester  powder coated finish black forge color

Colours

A. Tropical wood FSC® B.  Aluminium                C.  Iron black 
                     forge color

1.2 Installation system

Hoisting 
(P= 62 / 85 / 146 kg)

Installation
Drill pavement (Ø 14 mm) and fill with resin. Tightly screw the 6 stud bolts M-12 x200. Center and caulk the bench 
foot all around.
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PROA
1.3 Geometry
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PROA

The names, trademarks and industrial models of the pro-
ducts have been logged in the corresponding registers. 
The technical information provided by Escofet about its 
products can be modified without prior notice.

Escofet 1886 S.A
Head office and production

Montserrat, 162
E 08760 Martorell
Barcelona - España
T. 0034 937 737 150
F. 0034 937 737 151

info@escofet.com
www.escofet.com
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