
KUSHI
Kushi is an urban element made from concrete, in a square shape 
and with a slightly rounded edge. It was designed as a multiple seat 
for free use. Its linear aggregation materialises in Kushi Line, whe-
reas Kushi Dot, of a larger size and with a hollow interior, where 
the tree grows, invites passers-by to approach and sit in its shade. 
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  Update 27.07.2020

Concrete   |   Modular   |      160 cm/max   |     1082 kg/ud   |    8 Add-ons:   LED   



KUSHI
Origin

Kushi or “for free use” in Japanese, 
brings to mind a pillow with roun-
ded lines and a soft appearance. This 
concrete cushion is the result of a 
project for the city of Rostock, on 
the shores of the Baltic Sea.

Combinable  
The Kushi Line model permits seats 
to be combined in large rows with 
a central model and a second spe-
cial model that is added at the ends. 
Kushi Dot is a larger seat formed by 
two equal pieces that are coupled 
around a tree.

Material

Non-reinforced dry-mix concrete 
with an etched finish, in the Escofet 
standard chart colours. Kushi Dot 
offers the option of installing a LED 
light kit recessed in the baseboard.

Installation

Both models are self-standing, with 
a sunken baseboard that enables the 
use of slings.
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KUSHIKushi Kushi Kushi End Kushi Line 
Extension

Kushi-Dot (1p)

Dimensions 120x120x45 cm 120x120x45 cm 120x120x45 cm 160x80x45 cm

Weight 767 kg 685 kg 607 kg 1082 kg

1.1 General features

Material      Concrete  Fixing                                       Free-standing

Finish  Etched and waterproofed

Colours

GR. Grey NG. Black BL. White

CA. CA Grey RA. Red BG. Beige

1.2 Installation system
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1. Backless bench

Hoisting
(W=767 kg / 685 kg / 607 kg / 1082 kg)

polyester slings



KUSHI
1.3 Geometry
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Kushi Line Extension

Kushi

Kushi End
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KUSHI
1.3 Geometría

Kushi Dot

Aggregation

A

A

Ø60

80
45 42

428

45

42

R8
160

45
3

42

108

12
0

120

35

909 9
6 6

R5

R5

Ø60

16
0

hormigón

decapado e hidrofugado

apoyado sin anclaje

concrete

etched and waterproofed

free-standing

767kg/607kg/685kg/1078kg

TR
A

M
E

T

23/10/2017

E:1/30

767kg/607kg/685kg/1078kg

FRONT

TOP

SECTION

elevación / hoisting
(P=607 kg / 685 kg)

E:1/30

TOP

FRONT SIDE

®

CARACTERÍSTICAS / CHARACTERISTICS

MATERIAL

ACABADO

COLOC.

INSTALACIÓN / INSTALATION GEOMETRÍA / GEOMETRY

MATERIAL

FINISH

FIXING

Cotas / Sizes cm
Update

PESO WEIGHT

TOP

SECTION A-A'

AGREGACIÓN DOS KUSHI-DOT

A

A

Ø60

80
45 42

428

45

42

R8

160

45
3

42

108

12
0

120

35

909 9
6 6

R5

R5

Ø60

16
0

hormigón

decapado e hidrofugado

apoyado sin anclaje

concrete

etched and waterproofed

free-standing

767kg/607kg/685kg/1078kg

TR
A

M
E

T

23/10/2017

E:1/30

767kg/607kg/685kg/1078kg

FRONT

TOP

SECTION

elevación / hoisting
(P=607 kg / 685 kg)

E:1/30

TOP

FRONT SIDE

®

CARACTERÍSTICAS / CHARACTERISTICS

MATERIAL

ACABADO

COLOC.

INSTALACIÓN / INSTALATION GEOMETRÍA / GEOMETRY

MATERIAL

FINISH

FIXING

Cotas / Sizes cm
Update

PESO WEIGHT

TOP

SECTION A-A'

AGREGACIÓN DOS KUSHI-DOT

KUSHI

KUSHI DUPLO
2 ud. KUSHI END

KUSHI LINE
2 ud. KUSHI END
1 ud. KUSHI LINE EXTENSION

KUSHI LINE + 1 EXTENSION
2 ud. KUSHI END
2 ud. KUSHI LINE EXTENSION

KUSHI DOT
2 ud. KUSHI DOT
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KUSHI

  Warranty    

5 years in concrete elements.

The names, trademarks and industrial models of the pro-
ducts have been logged in the corresponding registers. 
The technical information provided by Escofet about its 
products can be modified without prior notice.
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Escofet 1886 S.A
Head office and production

Montserrat, 162
E 08760 Martorell
Barcelona - España
T. 0034 937 737 150
F. 0034 937 737 151

info@escofet.com
www.escofet.com


