CARACTERISTICAS

MATERIAL hormigdn
COLOR carta de colores estandar
ACABADO

decapado e hidrofugado
COLOCACION anclado con tornillos
LUMINARIA
DRIVER

PESO 240 kg

SISTEMA DE COLOCACION

Tira LED 6 W, 24V/ 2800 K° / IP67
90-264VAC / 47-63Hz / IP67 / ClasslI

MATERIAL —cast stone

COLOUR  standard color chart

FINISH acid-etched and waterproofed
FIXING anchored with screws

LIGHTING — Tira LED 6 W, 24V /2800 K°/IP67

DRIVER
WEIGHT — 240 kg

DISENO / DESIGN — Enric Rodriguez

90-264VAC /47-63Hz /IP67 / Classll

GEOMETRIA

ESCALAOCM [N TN N 1 50CM

BALIZA QUAKE @

H elevacion / hoisting
" P=240kg

N\ eslingas de poliester
1 \] polyester slings

| — 3xM-12x140

Taladro @40mm
Drill @40mm

Taladrar el pavimento y llenar de resina

Drill paverment and fill with resin

Roscar los tornillos en los casquillos a fondo
Tightly screw the stud bolts

Centrar, colocar la baliza y
rejuntar la zona de apoyo perimetral

Centre the element and caulk the element
foot all around

Tapa de registro
Inspection hatch

DRIVER

Tubo flexible PVC
Flexible PVC tube

Acometida eléctrica

Electricity supply
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