High-density polyethylene (HDPE) rotational
moulding allows the manufacture of lightweight
products, it is recycled and recyclable, resistant,
durable, easy to install and can also incorporate LED light for backlighting. It is produced in
a multitude of shades, allowing you to play with
colour and compositions in each project.
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Materials and finishings chart

High-density polyethylene (HDPE) rotational
moulding is a plastic transformation process
that permits the manufacture of hollow or double-walled parts without seams or residual stress.
Recycled and recyclable

Non-porous

A product made with a certain percentage of
recycled material. It is composed of a single
type of material which facilitates recycling,
thus making it a collection of environmentally-sustainable products.

The peculiarity of non-porous HDPE material
means that its surface is easy to wash with
pressurised water and a degreasing detergent
that contains surfactants. It is disinfected
with a hydro-alcoholic solution.

Flame retardant

When fireproof is necessary, Polyethylene
incorporates an additive according to UL 94
Classification V0, that stops combustion in
10 seconds and prevents dripping with flame.
Thanks to this composition, the plastic does
not ignite or spread the flame. The flame
retardant treatment may cause variations in
the RAL colour due to additives.
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What is rotational moulding?

POLYETHYLENE HDPE
Polyethylene HDPE / Luminous Yellow, Denim Blue and White / Twig

The appropriate manufacturing system for
short production runs with the option of customisation with graphic resources using texture or relief and a wide range of colours that
can be adapted to different contexts.
Lightweight

Soft shapes and texture

Weight plays an important part in some projects Their formal rounded appearance and the
such as interiors or ephemeral projects in which sensation of contact with the parts imbues the
priority is given to mobility without machinery. collection with visual and tactile softness.
Colorful & playful

Easy installation and maintenance

Colour is becoming more and more necessary
in public space, and tactical urbanism offers
the possibility of playing with colour and compositions.

It can be installed with reversible accessories
or permanently fastened with hidden screws. It
can also be ballasted with sand, with no fastening elements in this case.

Lighting

Resistance and durability

Optionally, a LED kit can be built into the white models for backlighting purposes, adding as
a new feature some translucent colours to provide internal lighting that add colour, without
the need for RGB LED lighting systems. The
luminous effect of these models provides security at night or during dark winter evenings.

The material attributes of HDPE, such as its resistance to UV light, excellent behaviour in outdoor conditions and ease of maintenance, result
in products with high resistance and long useful
lives, without diminishing their performance.

Sustainability

Site furnishings made from a plastic polymer with a high percentage of recycled and
100%-recyclable plastic. Our aim is to transform plastic waste into a product of value for
urban landscapes and public areas.
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Characteristics and values

POLYETHYLENE HDPE
Polyethylene HDPE / White / Twig and Extasi

RAO. Colza Yellow

RAB. Luminous Yellow

RNI. Orange

RRR. Ruby Red

RRT. Red

RVS. Violet

RAS. Denim Blue

RAC. Steel Blue

RVL. Light Green

RVA. Lime Green

RVE. Mint Green
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RBN. White

RVC. Reed Green

RVO. Olive Green

RBA. Sand Beige

RG. Basalt Grey

RGT. Smoke Grey

RGP. Silk Grey

RNG. Black
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RVU. Moss Green

1. Colours
Standard chart

Colza
Yellow

Luminous
Yellow

Orange

Ruby Red

Red

Violet

Light
Green

Lime
Green

Mint
Green

Moss
Green

Reed
Green

Olive
Green

Sand
Beige

Basalt
Grey

Smoke
Grey

Silk Grey

Black

2. Translucent
Backlighting

White

3. Other colors available
On demand

Optional color
according to project

Light colors can be backlit with the LED Kit. Consult with OT.
The flame retardant treatment may cause variations in the RAL colour due to additives.
*
The colours shown in this document, in print or on screen, may vary from the product colours.
*
*

Denim
Blue

Steel
Blue
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The names, trademarks and industrial models of the products have been logged in the corresponding registers.
The technical information provided by Escofet about its
products can be modified without prior notice.

