
EXTASI
 AIR

Extasi Air is a revised version of an urban element that was ori-
ginally designed in pink moulded concrete, using a new material. 
Redesigned in white translucent plastic, it offers the option of 
incorporating a built-in white LED lighting kit. With a triangular 
volume, rounded edges and a weight of 40 kg, the Extasi backless 
bench has been designed for use indoors or in private outdoor 
areas, alternatively recreating the atmosphere of indoor comfort.
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  Update 28.07.2021

Polyethylene HDPE   |     165 cm   |     40 kg   |    6 Add-ons: LED 
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Origin

It arose as a revamp of the model 
originally developed by the linear 
urban garden of Gran Vía, in the 
north-east area of the city of Barce-
lona, an urban landscape designed 
by the same authors.

Material

Made with rotational-moulded whi-
te, translucent high polyethylene 
resins (HDPE) in white color or 
standard color chart. With a threa-
ded inspection chamber cover per-
mitting access to the interior. 

Recycled and recyclable

A product made with a certain 
percentage of recycled material. 
It is composed of a single type of 
material which facilitates recycling, 
thus making it a collection of 
environmentally-sustainable 
products.

Non-porous

The peculiarity of non-porous HDPE
material means that its surface is 
easy to wash with pressurised water 
and a degreasing detergent that 
contains surfactants. It is disinfected 
with a hydro-alcoholic solution.

Installation

Can be installed on the paving, and 
anchored, if required, using two 
optional stainless steel trim systems: 
fixed and invisible, or exposed and 
detachable. 
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1. Backless bench

Extasi Air 

Dimensions 165 x 152 x 45 cm

Weight 40 kg

Lighting 3 LED profiles, 43w white colour to 5000k

1.1 General features

Material      Polyethylene HDPE Fixing Free-standing / 
Anchored 

Finish  Micro-textured

Flame retardant Available with flame retardant treatment, according to UL 94 Classification V0. Color 
may vary due to additives.

Colours

RBN. White Standard colour chart Optional color 
according to project

1.2 Installation system

Hoisting
(W=40 kg)

Installation
Optional sand ballast to increase the weight.
2.1. Seen and Removable. Drill the pavement and 
place the staples using expandable blocks. 
Position and fix using Spax 8x40 screws.
2.2. Hidden and Fixed Drill the pavement and fill with 
resin or rich mortar.
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1.3 Geometry

Extasi Air
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The names, trademarks and industrial models of the pro-
ducts have been logged in the corresponding registers. 
The technical information provided by Escofet about its 
products can be modified without prior notice.
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