
SÓCRATES
Sócrates is a prism with a compact volume that is self-standing, 
with a sunken baseboard that overcomes geometric accuracy while 
allowing it to levitate. A bench for occasional use, in artificial sto-
ne, with formal characteristics and a pure geometry that convert 
it into an individual landmark that organises and brings hierarchy 
to space. 
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SÓCRATES
Origin

Sócrates is a landmark that evokes 
an altar, but its height, materials 
and situation offer passers-by the 
option of stopping awhile, as if res-
ting on a stone along their way or at 
the threshold of a door.

Universal

Rigorous and simple in its formula-
tion, Sócrates belongs to the new 
generation of neutral, abstract ele-
ments for universal use.

Material

The Sócrates bench is made from 
concrete, with a brilliant, water-re-
pellent, polished finish or etched 
and waterproofed. Colour in accor-
dance with the standard finish co-
lour chart.

Installation

Self-standing on the paving. It also 
has two anchoring points to pre-
vent its displacement.
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SÓCRATES
1. Backless Bench

Sócrates Cubo 240* 360*        

Dimensions 60 x 60 x 46 cm 240 x 60 x 46 cm 360 x 60 x 46 cm 

Weight 
(Option LED)

361 kg 
351 kg

1483 kg 
1454 kg

2230 kg 
2190 kg

Lighting LED strip 8 W/m / 6000o K / IP67

Driver 24 V / 30-75 W / IP67

1.1 General features

Material  Concrete Fixing Free-standing
Anchored with screws

Finish Polished and waterproofed / Etched and waterproofed

Colours

GR. Grey
GR P. Polished Grey

NG. Black
NG P. Polished Black

BL. White
BL P. Polished White

CA. CA Grey
CA P. Polished CA Grey

RA. Red
RA P. Polished Red

BG. Beige
BG P. Polished Beige

GB P. Polished Grey-White

1.2 Installation system

Hoisting
(W= 361 kg / 351 kg / 1483 kg 1454 kg / 2230 kg / 2190 kg )

Installation
Tightly screw 2 stud bolts (Din 931 M16 x 140).
Drill pavement, fill with resin or fat mortar. 

*Shorter lenghts available.
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1.3 Geometry

Sócrates 360

Sócrates 240

Sócrates Cubo
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SÓCRATES
1.3 Geometry

Sócrates 360 LED

Sócrates 240 LED

Sócrates Cubo LED
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pulido e hidrofugado
anclado con tornillos
S360LED: 2190kg

standard color chart
polished and waterproofed
anchored with screws

S240LED: 1454kg
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BOTTOM VIEW

CARACTERÍSTICAS / CHARACTERISTICS

MATERIAL
COLOR
ACABADO
COLOC.
PESO

MATERIAL
COLOUR
FINISH
FIXING
WEIGHT

Cubo LED: 351kg

S360LED: 2190kg
S240LED: 1454kg
Cubo LED: 351kg
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Inspection hatch

Driver

LED

Power supply 

LED

Tensión de trabajo
Operating voltatge
Potencia
Power
Temperatura de color
Color temperature
Grado de protección
Degree of protection

24V

8W/m

6000K

IP67

Driver Vossloh o similar
Driver Vossloh or similar
Potencia
Power
Voltage
Voltage
Frecuencia
Frequency
Factor de potencia
Power factor
Grado de protección
Degree of protection

30W / 75W

220-240V

50-60Hz

>0,9

IP67

ELECTRICAL BOX SECTION
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 Warranty    

5 years in concrete elements.

The names, trademarks and industrial models of the pro-
ducts have been logged in the corresponding registers. 
The technical information provided by Escofet about its 
products can be modified without prior notice.

Escofet 1886 S.A
Head office and production

Montserrat, 162
E 08760 Martorell
Barcelona - España
T. 0034 937 737 150
F. 0034 937 737 151

info@escofet.com
www.escofet.com
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